


Spare Parts Ultimaker 3 Extended

Assembly

9682 Feeder UM3 Left Assembly

9685 Feeder UM3 Right Assembly

9532 Ultimaker Print Core BB 0.8

200454 Ultimaker Print Core AA 0.25

9695 Printhead Extended Assembly

9693 FEEDER MOTOR UM3 Extended Assembly

Available on 
short term



Spare Parts Ultimaker 3 Extended

Assembly

9697 Camera UM3 Extended Assembly



Spare Parts Ultimaker 3 Extended

Additional

1154 Print Table Glass

1227 Hex Screwdriver 2mm

1278 Glue Stick

1294 Keep Hands Clear Sticker

1363 Ferrite Core

1459 NFC PCB Cable Cover Extended



Spare Parts Ultimaker 3 Extended

Additional

2069 Header cable clip

2073 USB stick

2083 Machine Oil

2084 Magnalube Reclosable

2297 Cleaning filament

1894 ESD warning sticker



Spare Parts Ultimaker 3 Extended

Additional

9241 Calibration Card

9153 XY Calibration Sheet

How to calibrate the XY o�set

1.  Check if you have 2 cartridges and 2 materials loaded in your printer 

before you start to print the calibrate XY o�set .

2.  Start the calibration print by navigating to: 

System > Maintenance > Calibrations followed by Calibrate XY o�set.

3.  Wait for the printer to complete the calibration print.

4.  Align the calibration print on the glassplate with the rectangle within 

the blue area on this sheet.

5.  Look for the aligned dual material X and Y lines on the calibration 

print and insert the matching number in the input field on the display. 

ultimaker.com/XYcalibration
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